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TORQUE CONTROL AUTOMATIC SHUT-OFF TYPE

• Precise repeatability improves quality

• Minimal wear on internal parts for longer life

• Quick shut off for minimum torque reaction

• Speed choice for flexibility

• Easy external torque adjustment

• Midrange air motor provides high speed during entire cycle

• Ideal for industrial torque control applications

US-LT PNEUMATIC SCREWDRIVERS

TORQUE CONTROL LIGHT TOUCH (LT) SERIES – PUSH-TO-START INLINE Recommended Air Pressure: 85 psi 

TORQUE RANGE FREE SPEED OVERALL LENGTH WEIGHT FROM CENTER TO OUTSIDE NOISE LEVEL AIR USAGE
MODEL NM IN-LB RPM MM IN LB KG MM IN dB(A) CFM

US-LT10B 0.2 - 0.6 1.8 - 5.3 1,000 191 7.5 0.6 0.3 12.0 0.5 75 5.2
US-LT20B-10 0.4 - 1.1 3.1 - 9.7 1,000 180 7.1 0.7 0.3 13.0 0.5 70 5.6
US-LT20B-18 0.3 - 0.7 2.2 - 6.2 1,800 180 7.1 0.7 0.3 13.0 0.5 70 5.6
US-LT30B-11 1.1 - 2.1 9.7 - 18.5 1,100 187 7.4 0.9 0.4 15.5 0.6 70 7.0
US-LT30B-17 0.7 - 1.5 6.2 - 13.2 1,700 187 7.4 0.9 0.4 15.5 0.6 70 7.0
US-LT30B-23 0.4 - 1.0 3.5 - 8.8 2,300 187 7.4 0.9 0.4 15.5 0.6 71 7.0
US-LT40B-08 1.6 - 4.0 14.1 - 35.2 800 209 8.2 1.4 0.7 16.5 0.6 70 10.5
US-LT40B-15 1.0 - 2.2 6.2 - 19.4 1,500 209 8.2 1.4 0.7 16.5 0.6 70 10.5
US-LT40B-21 1.0 - 1.7 6.2 - 15.0 2,100 209 8.2 1.4 0.7 16.5 0.6 74 10.5
US-LT50B-05 5.0 - 10.2 44.0 - 92.4 480 240 9.5 2.2 1.0 19.5 0.8 74 17.5
US-LT50B-08 3.0 - 5.5 26.4 - 48.4 800 240 9.5 2.2 1.0 19.5 0.8 75 17.5
US-LT50B-17 1.5 - 2.6 9.7 - 23.0 1,700 240 9.5 2.2 1.0 19.5 0.8 75 17.5

Air Hose Size: 1/4 I.D. for US-LT10B - US-LT40B Series  –  3/8” I.D. for US-LT50B Series Air Inlet: 1/8 for US-LT10B - US-LT20B Series  –  1/4” for US-LT30B - US-LT50B Series
Each model is equipped with its standard and alternate clutch springs

US-LT10B US-LT20B Series

US-LT40B Series

US-LT30B Series US-LT50B Series

EXTERNAL TORQUE ADJUSTMENT (AIR SHUT-OFF)
Set the hand driver into the key hole on the Adjusting 
Gear, turn clockwise to increase torque. Turn counter 
clockwise to decrease torque.


