Specifications: Thickness tolerance:
Decimal Thickness 6" Width 12" Width | Metric Thickness | Tolerance/mm
.001 - .003 +/- 10% +/- 10% .05mm +/- .006mm
004" +/- .0003" +/- .0006" .10mm +/- .010mm
.005 - .006" +/- .0004" +/- .0008" .15mm +/- 013mm
007 - .009" +/- .0006" +/- .0010" 20mm +/- .019mm
010 - 013" +/- .0008" +/- .0013" .25mm +/- .025mm
014 - 017" +/- .0010" +/- .0015" 30mm +/- .026mm
018 - .021" +/- .0013" +/- .0018" 40 & .50mm +/- .045mm
022 - 031" +/- 002" +/- 002" .65 & .80mm +/- .066mm
Width tolerances: +/- 008" (both 6 and 12" widths)
150mm +/- 2.5mm
BRASS SHIM STOCK
CDA-260
COPPER 685-715
IRON 050 MAX
LEAD 050 MAX
ZINC BALANCE
TEMPER HALF HARD (B&S NUMBERS: 2)
ROCKWELL HARDNESS 30T 56-68 (APPROX)
TENSILE STRENGTH 57,000 - 67,000 PSI
ELONGATION 18 -42%IN27

MEETS SPECIFICATIONS:

SAE-CA-260
CDA-260
ASTM-B19, B36



